® Nomenclature / Nomenclature

‘ ® 1O ieixa 123

+[ ] ATEX or
3 year quarantee HAZLOC
PIXA'1 - PIXA'2=PIXA'3

Lamp operation
Fonctionnement de votre lampe

Switching on & off, brightness selection
Allumer, éteindre et sélectionner

Don't open
in ATEX /
HAZLOC area

Heavy-duty headlamp that allows hands-free work
Lampe frontale fiable et robuste permettant de travailler les mains libres
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Individual functioning test

—®
Only LR06 AA x 2 (1,5V) & 160g
=/
When using in ATEX / HAZLOC
area, only use the specified
models of alkaline batteries
listed in this document.
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LED risk group O - IEC 62471 (PIXA 1)

& LED risk group 2 - IEC 62471 (PIXA 2, PIXA 3)
Do not stare at operating lamp.

May be harmful to the eyes. — |- @

Ne regardez pas fixement le faisceau de la lampe de face. — D & /1'\\

Peut étre dangereux pour les yeux. & ""ﬁ
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PIXA 2 0 0,3m 0,6 m
PIXA 3 0 0,4m 0,7m
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TECHNICAL NOTICE - E78 PIXA1 PIXA2 PIXA3 E785000F (230516) 1



